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Med hjemmel i lov om luftfart av 16. desember 1960 §§ 214 og':3 jfr. kgL. res. av 8. desember 1961. litra K og Samferdseisdepartementeis
bemyndigelse av 23. mars 1964 fastsener Luansverket f"lgende forskrif1 om luf1dyktighet.

1101/86 KONTROLL AV "DRIVE TRAIN SYNCHRONIZING COHPONENTS"

Påbudet qielder:

Boeing Vertol BV 234LR

Påbudet omfatter:

For å verifisere den strukturelle integritet av "drive train

synchronizing components n skal utskiftning og kontroll utfØres
som angitt i bilag 1 til dette luftdyktighetpåbud .

Tid for utfØrelse:

Som angitt i bilag 1.

Referanse:

LF1

(

2 B . 11 . B 6

MERK! For at anQJeldenae flymalerielI skal være lufloyklig må påbudel væ'e uifort iil re:1 iid og notat om utio,elsen fort inn i ved-
kommende journal me:j nen-is":ng 111 oenne ,-O"'s nu",'".'
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LD? 101/86
B ILAG 1

DRIVE TRAIN SYNCHRONIZING COMPONENTS, DETAILED INSPECTION OF.

1. General

A. Affects:
BV 234LR twd, att and comb. XMSN, fwd and aft syne. shaft
assemblies and aft vertieal shaft.

B. Reason:
Norwegian CAA inspeetion requirements.

C. Action:
O/H type inspeetion of eri tical synehronizing components.

D. Weiqht and Balanee:
N/A

¿
E. Orawinqs Required:

N/A

2. Aeeomplishment Instruetions

A. Comply with FAA AD 86-23-51, latest revision.

B. Perform inspection, aecording to BV 234-5 Component Repair IOver-
haul Manual; overhaul criteria, on the following components:

1) P/N 11401244-5, spiral bevel ring gear, fwd gearbox.

2) PIN 234D1243-1, first stage sun gear, fwd gearbox.

3) P/N 11402257-1, spaeer shim, fwd and aft gearbox.

4) P IN 11402254-5, spiral beve L ring gear, aft gearbox.

5) P/N 23402250-1, first stage sun gear, aft gearbox.

(
Use new hardware when reinstalling parts.

Bolt: P/N BACB30MT6T12

Washer: P IN BACW10BP6P

Nut: P/N BACN10TW6

C. Perform an .O/H type inspection of critical gearbox eomponents"
in aecordance with SIH History sheets M3522 (fwd XMSN) and M3523

(aft XMSN), latest revisions, on the following eomponents:

1. Fwd Transmission P/N 23401200 -all dash numbers.
2. Aft Transmission P IN 234D2200 -all dash numbers.

O. Perform inspeetion in aceordanee wi th DV234-5 Component
Repair /Overhaul Manual; overhaul eri teria, on the following
components:

(
1. Fwd. syne. shaft P/N 114D3213 -5 and -14.
2. Aft syne shaft P/N 414D3213 -6 and -15.
3. Syne. shaft adapter assembly P IN 41403212 - all dash numbers.
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E: Perform NDT-inspeetion of aft vertieal shaft assembly P/N
234D3350-1, limited to the shaft lower drive splines~

(This may be eompleted in-situ).

F. Per form the following inspection of the Combining Transmission
P/N 234D5200 - all dash numbers.

1 . NOT inspeetion of the fwd and aft output shafts, coupling and
spiral bevel gear.

2. Inspection of the main line bearing (6 eaeh), in aeeordanee
with overhaul eriteria.

3. Detailed visual inspection of the mail1 line drive splines.

3. Time of Compliance

2 A. Before first flight after 28.11.86.

2 B. For ge.:irboxes with Less th.:in 300 h time -5ince overh.aI-iL CfSO): ,,'
Before 300 h TSO; and thereafter at 300 hintervals .

For gearboxes with ~ore :hcn JOO h TSO:
Before first flight after 28.11.86, and thereafter at 300 h
intervals .

ii

2 C. Fo;" ge.:iI"bOX2S i"dth Le::.: til.:;i; SOU h TSO:
Before 600 h TSO and thereaÏter at 600 hintervals .

For ge.:irboxe': ..'i th more th.:¡¡; .:;.00 i- TSO:

Before first flight after 28.11.86, and thereafter at 600 h
intervals .

2 D. For syne. sh~:t: ~nc syn~. sh¿ft ad.apter .assembLie: with l .. __
~ ';.=-=

t h.:i ri 60G h TSO:
Before 600 h TSO and thereafter at 600 hintervals .

For syne. shafts ~na syn~. 5h~ft ad~ptej" aS5¿mbiies WL~~ mO:~2
than 6CCì h rso:

Before first flight after 28.11.86, and thereafter at 600 h
intervals . . ;i

2 E. Fo~ verticaL sMaft a:sembLies v.:th less than 600 h time S¡nC2
jnspection CTSl):

Before 600h TSI and thereafter at 600 intervals .

For vel"ic:iL 'shaft .:¡sselTbLies i.ith more than 60G h TSl:
Before first flight after 28.11.86, and thereafter at 600 h
intervals .

~.
-:~':I

2 F. For combining transmissions with less than 600 i- TSl:
Before 600 h TSI and thereafter at 600 hintervals .

For combining transmissions wjth more than 600 h TSl:
Before first flight after 28.11.86, and thereafter at 600 h
inte:-vals.

4. Reference:

FAA Ai) 86-23-51.

BV 234-5 Component Repair /Overhaul Manual.
BIH History sheet M3522
BIH History sheet M3523
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